
 

   PENETRANT TESTING 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

   MAGNETIC PARTICLE INSPECTION 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

� Aerosol Cans 500 mL - All the products available in stock 
� Delivery with Certificate of Conformity & Batch Analysis 
� Conform to : ASME / RCCM / Nuclear Quality (Low in Sulphur & Halogens) / ISO / AMS / ASTM 
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FLUXO S190 
Solvent Cleaner 

Degreasing Agent  - High Evaporation Rate 

FLUXO P125 

Red Dye Penetrant 
Sensitivity 2 - Conform to EN ISO 3452-2 

Water washable or solvent removable  

FLUXO R175 
Developer 

High Sensibility - High Evaporation Rate 

FLUXO P578 

Fluorescent Penetrant 
Sensitivity 2 - Conform to EN ISO 3452-2 

Water washable or solvent removable 

FLUXO N130 
Penetrant Remover 
removes excess of penetrant 

 

FLUXO 6 

Fluorescent Magnetic Ink 
Conform to EN ISO 9934-2 and AMS 

High Fluorescence & Optimized Granulometry 

FLUXO 3 

Black Magnetic Ink 
Conform to EN ISO 9934-2 and AMS 

High Contrast & Optimized Granulometry 

FLUXO 4 

White Contrast Paint 
Conform to EN ISO 9934-2 and AMS 

High Evaporation Rate & High Covering 

FLUXO 5 

Solvent for White Contrast Paint 
Conform to EN ISO 9934-2  

High Evaporation Rate  

 


